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Technical Data Sheet 
Thermocar Industrial Evolution 1.1 

 
 

 
 

Heating Body 
Aluminium construction guarantees years of trouble free 
operation. 
Ensures corrosion and impact resistance. 
Fully watertight heater to IP68 level. 

 
Water Temperature Regulating Thermostat 
Controls the temperature of the water circuit. 
Fixed temperature: ON 35°C - OFF 50°C    (95°F - 122°F) 
Maximum amperage : 25A 

 
Overheat Thermostat 
Avoids damaging the heater or creating hazards. 
Measures temperature at heating element for instant response. 
Features manual reset. 
Reacts at 110°C.  Maximum amperage: 25A 

 
Immersed Heating Element 
Incoloy 800 stainless steel protection sheath for increased heater life 
Low watt density: Max. 7.5 watts / cm² 
Powers : 1000, 1500, 2000, 2500, 3000 and 4000 watts  240 V single-phase. 

 
Product Reference Numbers 
 

Reference Voltage Phases Power Overheat 
Thermostat 

Regulating Thermostat 

TCI24011000-M-3550 240 V 1 1000 w Manual reset Fixed ON : 35°C - OFF : 50°C 

TCI24011500-M-3550 240 V 1 1500 w Manual reset Fixed ON : 35°C - OFF : 50°C 

TCI24012000-M-3550 240 V 1 2000 w Manual reset Fixed ON : 35°C - OFF : 50°C 

TCI24012500-M-3550 240 V 1 2500 w Manual reset Fixed ON : 35°C - OFF : 50°C 

TCI24013000-M-3550 240 V 1 3000 w Manual reset Fixed ON : 35°C - OFF : 50°C 

TCI24014000-M-3550 240 V 1 4000 w Manual reset Fixed ON : 35°C - OFF : 50°C 

TCI12011500-M-3550 120 V 1 1500 w Manual reset Fixed ON : 35°C - OFF : 50°C 

TCI20813000-M-3550 208 V 1 3000 w Manual reset Fixed ON : 35°C - OFF : 50°C 
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